6CG7 
MEDIUM-MU TWIN TRIODE 


9-PIN MINIATURE TYPE 
With heater having controlled warm-up time 


GENERAL DATA 
Electrical: P 


Heater, for Unipotential Cathodes: 
Voltage (AC or DC). . . .. . . . . 
Current ы жж v oce Reo oy ineo 
Warm-up time (Average). . . . . . . . . 
Direct Interelectrode Capacitances (Each unit, approx.) :9 
Grid to: plate s 1-2-9 с о Л рл аскон 
Grid to cathode, internál shiel and heater. 
Plate to cathode, internal shield, andheater. 


Characteristics, Class Ај Amplifier (Each Unit): 


Grid Voltage (Approx.) for plate 
210 452 о. 


Mechanical: 


Maximum Overall Length. . . . З 
Maximum Seated Length . . . ЕК 
Length, Base Seat to Bulb Тор. ding tip) 
Diameters: ................. 0. 750" to 0.875 
i ional Outline. .......... See General Section 
іы dy iege з да dos fovet i ве жуй а. аман ш ал CS EAR T6-1/2 
жете ы E .Small-Button Noval 9-Ріп (ЈЕРЕС No.E9-1) 
Basing Designation for BOTTOM VIEW. . . . . . . . . . . 9А) 


Pin 1-Plate of Pin 6 – Plate of 
Unit No.2 Unit No. 1 
Pin 2-Grid of Pin 7-Grid of 
Unit No.2 Unit No.1 
Pin 3-Cathode of Pin 8-Cathode of 
Unit No.2 Unit No.1 
Pin 4 – Неаїег Pin 9 – Internal 
Pin 5-Heater Shield 


AMPLIFIER — Class А, 
Values are for Each Unit 
Maximum Ratings, Design-Maximum Values: - 
кы МА ЛАА ЫҚ dy лю Ж-Е max. volts 


(Re 0 max. volts 


<а- Indicates a change. 
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6CG7 
MEDIUM-MU TWIN TRIODE 


CATHODE СИККЕМТ......... 
PLATE DISSIPATION: 
Either plate. 202525925... 
Both plates (Both units operating). . 
PEAK HEATER-CATHODE VOLTAGE: 
Heater negative with 
respect to cathode. . ....... max. 
Heater positive with 
respect to cathode. . . . . . . . . 200^ max. 


Typical Operation as Resistance-Coupled Amplifier: 


See RESISTANCE-COUPLED AMPLIFIER CHART No.29 
at front of this Section 


Maximum Circuit Values: 


Grid-Circuit Resistance: 
For fixed-bias operation. . . . . re 1 max. 


HORIZONTAL-DEFLECTION OSCILLATOR 
Values are for Each Unit 
--|Maximum Ratings, Design-Maximum Values: 
For operation іп a 525-line, 3go-frame system" 
DC PLATE VOLTAGE. . . . . .. Ы 330 max. 
PEAK NEGATIVE-PULSE GRID VOLTAGE. ... 660 max. 
CATHODE CURRENT: 
а әс "eq СААИ ШЫ; 330 тах. 
ОС дз дег, Же СЕ уд ТЕС ДУ ЛЕ 22 тах. 
PLATE DISSIPATION: 
Either plate: i 2» з-де ёс» max. 
Both plates (Both units operating). . max. 
PEAK HEATER-CATHODE VOLTAGE: 
Heater negative with 
respect to cathode. . . . . . . . . 
Heater positive with 
respect to cathode. . ....... 


Maximum Circuit Values: 
Grid-ircuit Resistance . . . . . . . . 


VERTICAL-DEFLECTION OSCILLATOR 

Values are for Each Unit 
= Maximum Ratings, Design-Maximum Values: 
For operation in a 525-line, go-frame system” 


лк der ae о E Ce e 330 max. 
440 max. 


ov; "wow a асылы Бе aa аг ОД са 77 тах. 
КА ЖА Оу ЯО Cae S а ДЫ ЬЕ 22 тах. 
= indicates a change. 
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MEDIUM-MU TWIN TRIODE 


PLATE DISSIPATIQN: 
Either plate. . . А 4 пах. watts 
Both plates (Both units operating). 5.7 max. watts 
РЕАК HEATER-CATHODE VOLTAGE: 
Heater negative with 
respect to cathode. . . . . . . . 200 тах. volts 
Heater positive with 
respect to cathode. . . ..... 2004 max. volts 


Maximum Circuit Values: 
Grid-Circuit Resistance . . . . . . . 2.2 max. megohms 


o 
Without external shield. 
4 The dc component must not exceed 100 volts. 


As described In "Standards of Good Engineering Practice Concerning Tele- 
vision Broadcast Stations," Federal Communications Commission. 
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AVERAGE PLATE CHARACTERISTICS 
EACH UNIT 


ЕФ= 6.3 VOLTS 


о т о а о о 
о N N те” Ба 


PLATE MILLIAMPERES 
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PLATE VOLTS 


©СС7 


AVERAGE CHARACTERISTICS 
EACH UNIT 


AMPLIFICATION 
FACTOR (4) 


ь 
о 
о 
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о 
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TRANSCONDUCTANCE (Gr)—MICROMHOS 


N 
Q 
о 
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РСАТЕ БЕ5І5ТАМСЕ (Гр)--МЕсонм5 


-25 -20 -15 -10 
ОРО VOLTS 
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